HIGHWAY FACTORS AND RAILROAD GRADE CROSSING
GROUP CHAIRMAN’S FACTUAL REPORT

Highway and Rail Crossing Attachment — Buckingham Branch Railroad —
Grade Crossing Warning System, Insulation Resistance Test Records

Crozet, Virginia
HWY 18MHO005

(6 pages)



INSULATION RESISTANCE TEST
FRA RULES 236.108

Railroad: B E Kg

Railroad Signal International

5526 South 48th West Avenue - Tulsa, OK 74107
Phone: 918-234-1522 Fax: 918-234-1529

Subdivision: potno: A4 WHE  we: | 95.%S5
Location: LAUC& - I o 9y ) Weather: (Circle one) Welt / @
Date: G | '_l | }y2. Temperature: & 2 =
Tyoeof o el Circuit Insulation Resistance
Conduclor 4 N
ame
(Note 1) To:Gnd  |To: 12 To: 11 To: 10 To: g To: 8 To: 7 To:6 To:5 To: 4 Ta:3 To: 2
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9 - Note: All readings are in Megaohms
10
1 Cable from: ;s " (& Heust, to MCM g.m ce
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NOTE 1: A - Aerial cable - This report should be retained until a new test has been made
B - Open Line wire - A conductor under 500K Ohms should be tested annually*
C - Underground cable - A conductor under 200K Ohms should be repaired immediately or
D - Case or Tower wiring removed from service *
Tested by: oo Page l of 5 * FRA Rule 234.267
Print” fd Sign
Revised 08/2010 Original - Return to RSl  Copy - Railroad Copy - Signal house/case

RSKIRT



INSULATION RESISTANCE TEST / TN

N

ASEAN Railroad Signal International
FRA RULES 236.108 { égq:a_g } . 5526 South 48th West Avenue - Tulsa, OK 74107
Redlroad: E ﬂ . Phone: 918-234-1522 Fax: 918-234-1529
Subdivision: potno: 22Y Qoyg  we: |KS.8S
Location: Ane A Weather: (Circle one) Wet / 4_@.
Date: G .1 1 112 Temperature: _&‘_’_
Type of .o : :
Wi il Ca;ﬂe E‘u‘cun Insulation Resistance
ame
(Note 1) To:Gnd  [To:12  [Tedd  [Te:10  |To:o To:8 To:7 To:6 To.5 To: 4 To:3 To: 2
C 1 |Rxy | V° = || [P
ra 2 [RXB [P o0 | o< E>~0
[ 3 &.E oo e | oL
< 4 TE (0. o
< |5 [ARE| 2°
6
T
8
9 Note: All readings are in Megaohms
10 /2 .
11 Cable from: S b HN&& to é S l&N[\.L
12
NOTE 1: A - Aerial cable - This report should be retained until a new test has been made
B - Open Line wire - A conductor under 500K Ohms should be tested annually*
C - Underground cable - A conductor under 200K Ohms should be repaired immediately or
D - Case or Tower wiring removed from service *

Testedwmf&w ﬂ;hgam, ) Page Z of 5 * FRA Rule 234.267
= . S

Revised 08/2010

Original - Return to RS!  Copy - Railroad Copy - Signal house/case RSI-IRT



INSULATION RESISTANCE TEST S

"_— Railroad Signal International
FRARULES 236.108 il %f"'??‘—% ):] 5526 South 48th West Avenue - Tulsa, OK 74107
—— E 8 K R B Phone: 918-234-1522 Fax: 918-234-1529
Subdivision: DOTNO: 22y JY E  mp: |G 14
Location: (_AN€CS [ oLSw) Weather: (Circle one) Wet ! @
Date: i | "l ! lL Temperature: & 2 9
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9 Note: All readings are in Megaohms
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11 Cable from: ] & l'—\jﬁf_ o A SlgmAl
12
NOTE 1: A - Aerial cable - This report should be retained until a new test has been made
B - Open Line wire - A conductor under 500K Ohms should be tested annually*
C - Underground cable - A conductor under 200K Ohms should be repaired immediately or
D - Case or Tower wiring removed from service *

Tested by: M Torn Sehuona > Page L of S * FRA Rule 234.267
int Sign

Revised 08/2010 Criginal - Return to RSI  Copy - Railroad Copy - Signal house/case RSI-IRT




INSULATION RESISTANCE TEST
FRA RULES 236.108

Railroad Signal International
5526 South 48th West Avenue - Tulsa, OK 74107
Phone: 918-234-1522 Fax; 918-234-1529

Railroad: E IE !g ()\
Subdivision: poTne: 244 1eH E  wr: |95.8S
Location: 4 Eﬁ <5 Ouin) Weather: (Circle one) Wel / @
Date: ﬁ / '-] 12 Temperature: @ 0
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12
NOTE 1: A - Aerial cable - This report should be retained until 2 new test has been made
B - Open Line wire - A conductor under 500K Ohms should be tested annually*
C - Underground cable - A conductor under 200K Ohms should be repaired immediately or
D - Case or Tower wiring removed from service *
Tested by: 7 3;;1“ Page_ A of _S * FRA Rule 234.267
Print Sign
Revised 08/2010 Original - Return to RS!  Copy - Railroad Copy - Signal houselcase RSIIRT



INSULATION RESISTANCE TEST

7
2\ 5\ Railroad Signal International
FRARULES 236.108 {1 % =it |:] 5526 South 48th West Avenue - Tulsa, OK 74107
; % R Phone: 918-234-1522 Fax: 918-234-1529
Railroad: K E ﬂ 2 el
Subdivision: poTno: LYY ToysE  we: |§S.8S
Location: L_ ApMSS l oL Q Weather: (Circle one) Wet ! @
Date: ‘é i o T Temperature: B8O o
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NOTE 1: A - Aerial cable - This report should be retained until a new test has been made
B - Open Line wire - A conductor under 500K Ohms should be tested annually*
C - Underground cable - A conductor under 200K Ohms should be repaired immediately or
D - Case or Tower wiring removed from service *
Testedby: 7 oM Johas Page. S of S * FRA Rule 234.267
Print Sign
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